From boatanchors@theporch.com  Tue Jan 10 23:27:37 1995
Date: Tue, 10 Jan 1995 21:10:54 -0600
Message-Id: <9501110310.AA01666@kahuna.math.hawaii.edu>
From: jeffrey@math.hawaii.edu (Jeffrey Herman)
Subject: 6T6 tube


Gang,
My 1974 ARRL Handbook has a neat one tube all band xmtr - it requires
a 6T6 (a dual tube: triode and pentode, I believe). Anyone familiar
with the availability and new cost of one? 

I'd love to have a 1 or 2 tube xmtr; I'll build one if I can't find
one.

73 from Hawaii,
Jeff NH6IL

P.S. I just returned from 3 weeks on your side of the Pacific; I really
don't understand how you folks can live in climates with temps below
70 degrees F. I'm so happy to be wearing shorts and sandals again...

From boatanchors@theporch.com  Tue Jan 10 11:50:08 1995
Date: Tue, 10 Jan 1995 09:21:02 -0600
Message-Id: <MAILQUEUE-101.950110091924.448@ics.uwex.edu>
From: "Denny Gilbertson" <GILBERTSON@ics.uwex.edu>
Subject: <didn't bother with a subject>

Subscribe

From owner-boatanchors@gnu.ai.mit.edu  Fri Dec  9 11:21:44 1994
From: dsnowden@ccd.harris.com (Doug Snowden)
Message-Id: <9412091404.AA177165@rs2>
Subject: Re: Amp Supply LK550-ZC Help ...
Date: Fri, 9 Dec 1994 09:04:03 -0500 (EST)

> 
> 200 mA or so is usually found in the Drake and Heath amps when
> the SSB plate voltage is selected.  I'd bet that a similar level
> was "normal" for the LK550.  Saves a lot of wasted power.  
> 
> The best answer, though, is to look at the LK550 manual to see 
     

OK, and heres my .02 worth. When you finally decide to fix it, and I 
beleive the zener diode is probably shorted, or you have HV that is higher 
than it used to be, do this:

Get about 15 diodes 1KV @ 1 amp type. (I use 1kv @3amps) Put them all in 
series on a small board. replace you zener diode with this arrangement.
Start out with about 10 of them active and 5 of them shorted out. Play
around with the number of diodes in series, varying the voltage drop until
the idle current is right. In my Henry 2KD5 amplifier I replaced the  
electrolytics with some much bigger ones. This caused the HV to rise and
I had the exact same problem you had....

73



Doug Snowden
dsnowden@ccd.harris.com


From boatanchors@theporch.com  Tue Jan 10 01:37:40 1995
Date: Mon, 9 Jan 1995 23:18:38 -0600
Message-Id: <199501100518.XAA10540@theporch>
From: "Stephen M. Linscott" <LINSCOT@RICEVM1.RICE.EDU>
Subject: BA Books

Dan Wright, WA0JRD, will be the new "librarian" for the books I listed.
He is djw@unlinfo.unl.edu (He did give me permission to post his identity).
Thanks again for all the interest, and apologies again to Jack for not
updating my alias file.  I've only been playing with these 'puters for
34 years - I'll get the hang of it someday!  :-)

                                         73 de Steve

****************************************
*    Steve Linscott     W5EGP          *
*    IS User Services                  *
*    Rice University   Houston, Texas  *
****************************************

From boatanchors@theporch.com  Tue Jan 10 01:54:45 1995
Date: Mon, 9 Jan 1995 23:48:27 -0600
Message-Id: <Pine.SUN.3.91.950110003722.2184E-100000@access1.digex.net>
From: Tony Stalls <rstalls@access.digex.net>
Subject: Re: BA folks at Frost Fest



On Mon, 9 Jan 1995 rdkeys@csemail.cropsci.ncsu.edu wrote:

> 
> OK I have had several folks say they would be at frostfest.
> 
> All the BA folks, who will be there, make up a card about the size
> of an IBM punchcard (remember those boatanchor thingies..... (:+}}).
> Put the letters BA as big as you can on it at the top so that when
> the card is put in your pocket, the BA will show above the ticket stub
> for the hamfest.  

What a great idea!  Now when I see someone in the flea market area looking
at a BA that has a BA tag, I'll know that they're not just asking "what is
this thing for?" and I should elbow my way to the front with cash in my
hand!  :^)

> That way, all Boatanchorites present will be able see that they are
> talking to other Boatanchorites, in passing along the aisles.

Maybe the hat guy will be there and we can have distinctive colored
baseball caps made up with a big BA embrodered on them.  Hey, we could
have a real-live secret society thing going here! 

> Also, maybe me should meet at the microphone (ticket stub basket?),
> podium, place at High Noon, as Gary Cooper used to be prone to doing.

Noted! 

73,

Tony
K4KYO


From boatanchors@theporch.com  Tue Jan 10 13:39:07 1995
Date: Tue, 10 Jan 1995 11:10:34 -0600
Message-Id: <9501101737.AA104037@csemail.cropsci.ncsu.edu>
From: rdkeys@csemail
Subject: BA Logo Pocket ID Card for Hamfests


Here is a small pocket card for Boatanchorite ID use according to the magic
algorithm of BA.  It will print only on PostScript printers, but many of
us on the net have one or know someone with a Mac or whatever that could
dump a copy out for us.

It looks fair printed out on 40 or 60 pound card stock of a soft color.
If printed out on paper, fold along outer box lines and stuff in yer pocket.
If printed out on card stock, cut along the outer box lines and stuff in
yer pocket.

Delete all down to the first postscript line leaving NO leading blank
lines and print to your postscript printer.  

PRINT BAIDCARD.PS          (from dos)

cat baidcard.ps | lpr      (from unixy style boxes)

All others print however they can with Ghostscript or whatever.

Most of us have a workstation around somewhere, or know a fella with
a mac, so it should not be too much trouble to print a few out for use.

For those unable to print them out, I will send you one on card stock as
well as a plain paper master for an SASE (don't all flood the emailbox
at one time please..... (:+}}.....).

73
Bob
NA4G

No excessive net .signature used to keep the BA polizia happy!

------ cut cut cut snippity snip even through this line -------
%!PS-Adobe-2.0
%%Title: /tmp/xfig-fig000592
%%Creator: fig2dev Version 2.1.8 Patchlevel 0
%%CreationDate: Tue Jan 10 14:00:17 1995
%%For: rdkeys@seedlab2.cropsci.ncsu.edu ()
%%Orientation: Portrait
%%BoundingBox: 169 147 443 644
%%Pages: 1
%%EndComments
/$F2psDict 200 dict def 
$F2psDict begin
$F2psDict /mtrx matrix put
/l {lineto} bind def
/m {moveto} bind def
/s {stroke} bind def
/n {newpath} bind def
/gs {gsave} bind def
/gr {grestore} bind def
/clp {closepath} bind def
/graycol {dup dup currentrgbcolor 4 -2 roll mul 4 -2 roll mul
4 -2 roll mul setrgbcolor} bind def
/col-1 {} def
/col0 {0 0 0 setrgbcolor} bind def
/col1 {0 0 1 setrgbcolor} bind def
/col2 {0 1 0 setrgbcolor} bind def
/col3 {0 1 1 setrgbcolor} bind def
/col4 {1 0 0 setrgbcolor} bind def
/col5 {1 0 1 setrgbcolor} bind def
/col6 {1 1 0 setrgbcolor} bind def
/col7 {1 1 1 setrgbcolor} bind def
/col8 {.68 .85 .9 setrgbcolor} bind def
/col9 {0 .39 0 setrgbcolor} bind def
/col10 {.65 .17 .17 setrgbcolor} bind def
/col11 {1 .51 0 setrgbcolor} bind def
/col12 {.63 .13 .94 setrgbcolor} bind def
/col13 {1 .75 .8 setrgbcolor} bind def
/col14 {.7 .13 .13 setrgbcolor} bind def
/col15 {1 .84 0 setrgbcolor} bind def
	end
/$F2psBegin {$F2psDict begin /$F2psEnteredState save def} def
/$F2psEnd {$F2psEnteredState restore end} def
%%EndProlog

$F2psBegin
0 setlinecap 0 setlinejoin
-56.0 673.5 translate 0.900 -0.900 scale
0.500 setlinewidth
% Polyline
n 274 69 m 274 69 l  274 69 l  274 69 l  clp gs col-1 s gr
% Polyline
n 534 254 m 534 69 l  269 69 l  269 254 l  clp gs col-1 s gr
% Polyline
n 544 264 m 544 59 l  259 59 l  259 264 l  clp gs col-1 s gr
% Polyline
n 249 49 m 249 49 l  249 49 l  249 49 l  clp gs col-1 s gr
% Polyline
n 554 584 m 554 49 l  249 49 l  249 584 l  clp gs col-1 s gr
/NewCenturySchlbk-Bold findfont 144.00 scalefont setfont
399 199 m 
gs 1 -1 scale (BA) dup stringwidth pop 2 div neg 0 rmoveto  col-1 show gr
/NewCenturySchlbk-Bold findfont 36.00 scalefont setfont
399 239 m 
gs 1 -1 scale (Boatanchors) dup stringwidth pop 2 div neg 0 rmoveto  col-1 show gr
showpage
$F2psEnd


From boatanchors@theporch.com  Tue Jan 10 17:28:58 1995
Date: Tue, 10 Jan 1995 14:27:59 -0600
Message-Id: <01HLONO4YRJ68YKVJB@RANDB.PPRD.Abbott.Com>
From: KANAMAA%AMGATE%MATRXA@randb.abbott.com
Subject: Back from the ozone

>From: Kana, Michael (D9CY)
Date: Tue, Jan 10, 1995 2:35 PM
Subject: Back from the ozone
To: bigboats
Howdy all

Well, my server has just come back to life after being in lala land
since December 5.  First thing I noticed is the new address for 
boatanchors.  Since I missed all the transition fireworks, somebody
fill me in. What happened to gnu.ai.mit.edu?  Also, has anyone heard
from our illustrious list owner (former?) Paul....     Finally, I am
getting my own internet access from aol or Delphi (have not decided
yet)  When I change, who do I contact to relay my change of address?
Boy, go off line fer a month and the whole world changes!

Anyway, latest toy to appear at the shack was a Nems Clarke REU 300
down converter S/N430.  It is in very clean good shape and the 450
to 900 mhz section works just fine.  The other section (250-450 or 
there abouts) needs some probing but it might just be a weak bottle.
Kind of amazing... the UHF portion of the converter looks just like the
kind found in 60's era UHF TV sets!    Neat toy....

Hopefuly this makes the net es 73's
Mike Kana   AA9IL


From owner-boatanchors@gnu.ai.mit.edu  Fri Dec  9 06:36:15 1994
Subject: Bristol Wrenches
From: al.klase@picsdg01.pics.com (AL KLASE)
Message-Id: <89EE42A.00C8000941.uuout@pics.com>
Date: Fri, 02 Dec 94 17:46:00 -0400




        Here's some info on Bristol multi-spline wrenches for R-390
knobs:  The proper wrench hase six splines with a diameter of 0.096".
        Xcelite has a "screwdriver" bit for their "99" series known as
a 99-66.  You'll need to by a handle (99-1) if you don't already have
one.  Snap-on has L-shaped "multi-spline keys" under part number MS8.
        I bought my original Xcelite 99-66 from Techni-tool in suburban
Philadelphia (215-825-4990) some years ago.  Although they had a $25.00
minimum for mail orders, they let me pick it up as a "will-call" order
and pay cash for what was then a $2.05 item.  You might try Jensen for
mail order.
        Hope this helps get the knobs off.  The other approach is to
file an Allen wrench to sorta fit, and then replace the set screws with
the Allen equivqlents.


---
+------------------------------------------------------------------------+
| Pics OnLine MultiUser System   609/753-2540 HST telnet: bbs.pics.com   |
| Massive File Collection - ftp,telnet,gopher,whois  - 2500+ Newsgroups  |
+------------------------------------------------------------------------+

From boatanchors@theporch.com  Tue Jan 10 15:15:42 1995
Date: Tue, 10 Jan 1995 12:14:12 -0600
Message-Id: <m0rRNFg-0007RtC@beacons.cts.com>
From: Kevin Sanders <kevin@beacons.cts.com>
Subject: Custom shaft coupler

Hi,

Does anyone on this list have the equipment (and the time!) to
fabricate a shaft coupler?  I'm putting together a homebrew antenna tuner
but the shaft size on my roller inductor is 5/16" while the insulator
coupling (and the knob shaft) is 1/4".    So I guess I need a 5/16"
shaft about 1 inch long, with 1/2 of it milled down to 1/4".  Both
ends should be keyed as well.  Then it would still take one of those
"donut" couplers to mate the roller inductor to the shaft.  (The insulator
has a female coupling on it so nothing else needs to be done there).

I'll pay cash or trade for stuff in my junk box.

Alternatively I would be willing to trade my roller inductor, or knob w/
insulator, so that I can get a matched set.

73,
Kevin KN6FQ

From boatanchors@theporch.com  Tue Jan 10 10:38:08 1995
Date: Tue, 10 Jan 1995 08:14:17 -0600
Message-Id: <2FA42C067F3@s1.xetron.com>
From: "Jack Giehl"  <JACKG@s1.xetron.com>
Subject: Drake Knob Play

Dave:  Concerning your main tuning knob vertical play,  John wrote:

>Give Drake a call.  I believe they have a fix for this, consisting of
>an Allen wrench and a set of instructions for tightening up the knob.
>There is a little Allen screw in the PTO which needs to be tightened
>just the right amount to eliminate the play.  I did it on mine many
>years ago.  You can't tighten it too much or else something bad
>happens according to memory.

>73, John WA1HNL

As I read what John wrote, I recalled what I had done to eliminate 
main tuning knob play in my R4C.  The main tuning shaft has the gears 
toward the front of the vfo and an allen set screw at the rear.  If the 
allen set screw is not tight enough, you will have excessive play in the 
shaft.  If it is too tight, it will bind and the knob will not turn smoothly.
If you carefully take the cover off of the vfo, you will be able to access 
the allen screw at the rear.  Tighten the allen screw while turning the 
main tuning knob.  At the first indication of resistance to turning, back 
the allen screw out slightly until the resistance disappears.  That 
should eliminate the play in the shaft.

73, Jack



From boatanchors@theporch.com  Tue Jan 10 11:29:25 1995
Date: Tue, 10 Jan 1995 08:57:51 -0600
Message-Id: <9501101443.AA10039@ausable.crd.Ge.Com>
From: mallick@ausable.crd.ge.com (John Mallick)
Subject: Re: Drake Knob Play

   From: "Jack Giehl"  <JACKG@s1.xetron.com>

.stuff deleted...

   As I read what John wrote, I recalled what I had done to eliminate 
   main tuning knob play in my R4C.  The main tuning shaft has the gears 
   toward the front of the vfo and an allen set screw at the rear.  If the 
   allen set screw is not tight enough, you will have excessive play in the 
   shaft.  If it is too tight, it will bind and the knob will not turn smoothly.
   If you carefully take the cover off of the vfo, you will be able to access 
   the allen screw at the rear.  Tighten the allen screw while turning the 
   main tuning knob.  At the first indication of resistance to turning, back 
   the allen screw out slightly until the resistance disappears.  That 
   should eliminate the play in the shaft.

   73, Jack

Right, Jack.  You just have to be careful not to muck up the lead
dress inside or the VFO tracking will be off.  The Drake instructions
remind you of that.  If I recall, Drake even sent along the right size
Allen wrench!  What a FB company to deal with...

73, John WA1HNL

From owner-boatanchors@gnu.ai.mit.edu  Fri Dec  9 02:03:01 1994
From: TOM.A.ADAMS@mail.admin.wisc.edu
Subject:  Extinguishers, PCBs, etc.
Date:     Thu, 08 Dec 94 23:17 CST
Message-Id: <EC8N1652.EC8N1704@mail.admin.wisc.edu>

to: boatanchors@gnu.ai.mit.edu

Hello Barry.

   Re. fire extinguishers in the shack; I've been meaning to pick up a dry
chem for some time (I've got one in the kitchen), but recently I found a big,
hairy CO2 bottle instead (talk about your chemical hazards!). I think this old
monster started life on a flight line somewhere, waiting for an aircraft engine
carburator fire during start-up.

   Actually, I really didn't think too much about extinguishers in the shack
until the Globe King went back into service!    :-)

   This thing is only a temporary expedient, and will eventually go to the
garage when I finally get around to buying an A-B dry chemical. The thing that
worries me is what that cold CO2 would do when it hits hot glass, ceramic, etc.
This thing could do more damage than the fire would!

   At the risk of belaboring that which SHOULD be obvious to us all, the choice
of a suitable fire extinguisher for the shack SHOULD NOT be one of the old Soda
Acid / water jobs!!! These are fine for paper, wood, etc., but around electric-
al equipment they're downright dangerous. There are cases on record of folks
being electrocuted when the acid doped water stream conducted the juice right
back to the user!

   In addition, there are STILL a few of the old carbon tetrachloride jobs out
there, even tho they're illegal now. Not only is carbon tet a carcinogen, when
the stuff hits flame I believe it releases phosgene gas (chemists, help me out
here!). "Phosgene", as in World War I chemical warfare...

   Anyway, back to the main purpose of this message, i.e., PCBs.

   Those of us in the broadcast industry had to deal with PCB capacitors a few
years back. If I'm not mistaken, it's now against Federal law to sell gear with
LARGE PCB caps or transformers in interstate commerce. In any event, I know
that if somebody buys (for instance) a broadcast transmitter from you that has
PCB caps and the new owner has a fire or other mishap that spills PCB, YOU (the
owner prior to the effective date of the PCB laws) are financially liable for
any cleanup costs!

   I believe the National Association of Broadcasters in Washington has a list
compiled of the brand names and product types of capacitors that were made with
PCBs. They'll probably provide you with a copy upon request.

   One bit of info I can give first hand knowledge on.

   I used to work for Plastic Capacitors Inc. (Chicago, Il). They specialize in
large, unusual, and high voltage caps. You run into them frequently in trans-
mitters, especially high quality ones (Plastic Caps products were HORRIBLY
expensive and still are, but for my money they make some of the best stuff
available. I should know; I worked in Quality Control.).

   Plastic Capacitors products have NEVER used PCB oil, either in impregnation
or as a can filler. Instead, they use mineral oil, spiked with vitamin K to
help prevent oil coagulation. So said the chief design engineer when I called
him a couple of years ago.

   If you get a leaky Plasticaps product, don't sweat it; the oil is safe.

                                                       Tom, K9TA

From boatanchors@theporch.com  Tue Jan 10 10:03:55 1995
Date: Tue, 10 Jan 1995 07:43:46 -0600
Message-Id: <199501101342.IAA10609@harvey.gte.com>
From: okas_rp%ncsd.dnet@gte.com
Subject: Frost Fest Frequency, anyone?

Hello All,

Regarding the Frost Fest BA EyeBall, why not choose a 2m simplex freq
to meet/coordinate on? (Assuming of course that we'll all have those
HT-thingies hanging off our belts and not those unwieldy Gonset
communicators; but I digress... 8)

Any suggestions?

Bob - N3MBY, who plans to be there if Mutha Nature cooperates.


From boatanchors@theporch.com  Wed Jan 11 00:15:15 1995
Date: Tue, 10 Jan 1995 21:48:23 -0600
Message-Id: <950110224437_5004640@aol.com>
From: Scgilstrap@aol.com
Subject: Hallicrafters R-44/ARR-5 help

A great old VHF receiver followed me home the other day and its
such a nice boatanchor I decided to keep it.  (You're right, I actually
got it from Don Merz.)  But I don't know what to feed the old fellow.
It's unmodified so I know its looking for its original source of power.
Being aviation gear (my favorite type) would it be needing some
400Hz ac or what?  
Its a Hallicrafters R-44/ARR-5.  Anyone happen to have a manual or
any information on these things?  What would be a good source for
information about military gear?  This thing is in beautiful shape both
inside and out so I'm eager to warm it up and try it out.
Thanks -
  
(SnapRoll) Stan  -  WB5LBH

------------------------------------------------------------------------------
----------------
I like old radios and old airplanes - old airplane radios are a happy
medium.
------------------------------------------------------------------------------
-----------------


P.S.  I have to agree with David L. Stinson AB5S/7" ,
(72227.1640@compuserve.com) about Don Merz in his posting
"Honest Traders".  Don provides a true service: real value for
your BA dollar!  


From boatanchors@theporch.com  Tue Jan 10 12:45:05 1995
Date: Tue, 10 Jan 1995 10:12:13 -0600
Message-Id: <Pine.3.89.9501101022.A10318-0100000@hamp>
From: Albert S Woodhull <aswNS@hamp.hampshire.edu>
Subject: Heath HG-10B VFO

I had an inquiry from someone interested in buying a Heath HG-10B vfo I
have on hand, but he never called after I sent him my phone number. 
Meanwhile, I decided to see if the thing would work, and, not having a
manual, I took the bottom cover off to figure out what the power
connections should be. 

I hope perhaps someone out there is familiar with these things and can 
answer a few questions.

It looks to me as if the HG-10B wants a negative voltage for keying, 
possibly fed through a high resistance. Was this unit designed to mate 
with a particular other Heath rig that used grid-block keying? What 
voltage and series resistance should I use to key it as a stand-alone?

In my unit the B+ line goes directly to the 0B2 regulator through a 
jumper made from a piece of zip-cord wire that can't possibly be 
original. I suspect a dropping resistor has been removed. What was the
original dropping resistor and B+ source? 

There is also an NE-2 neon bulb inside, on the same terminal strip
that the power connector comes in to. Currently one end of this is 
floating. I suspect it was part of a differential keying circuit. Can 
someone tell me what the original circuit was?

I got the HG-10B along with a couple of EICO crystal-controlled rigs, a
720 and a 723. The latter is a really compact unit, it reminds me of a
Gonset Commander I once had (although bigger than that little wonder). I
would appreciate any information anyone could give me about any of this
gear. I'll also listen to offers to buy or suggestions about what I should
ask if I haul the stuff to a hamfest flea market. I am thinking of
cleaning up all the items and testing them out, but I don't have any long
term need for any of this stuff.  If I were to sell them now it would have
to be as-is, of course, but I would expect to ask somewhat more once I
cleaned them up and could verify that they worked. 

73, Al N1AW

Albert S. Woodhull, Hampshire College, Amherst, MA
awoodhull@hamp.hampshire.edu


From boatanchors@theporch.com  Tue Jan 10 15:17:09 1995
Date: Tue, 10 Jan 1995 12:12:08 -0600
Message-Id: <Pine.3.89.9501101210.A29935-0100000@IndyNet>
From: "Roberta J. Barmore" <rbarmore@IndyNet.indy.net>
Subject: Re: Heath HG-10B VFO


Hi, Albert!

On Tue, 10 Jan 1995, Albert S Woodhull wrote:

> ...a Heath HG-10B vfo...
> Meanwhile, I decided to see if the thing would work, and, not having a
> manual, I took the bottom cover off to figure out what the power
> connections should be. 
> 
> I hope perhaps someone out there is familiar with these things and can 
> answer a few questions.
>
   I am, but as luck would have it, I recently sold mine, and packed it 
and the manual up in a box with the matching HW-16 and shipped them out 
the other day.  But I sold 'em to a BA-list member, soo....  Oh, Billlll...?
 

> It looks to me as if the HG-10B wants a negative voltage for keying, 
> possibly fed through a high resistance. Was this unit designed to mate 
> with a particular other Heath rig that used grid-block keying? What 
> voltage and series resistance should I use to key it as a stand-alone?

   Yeas and no--there's an internal jumper that can be changed, grid-block
keying (to mate with the HW-16 and at least one other rig), and cathode
keying for using it with some others.  Should be a key jack on the back of
the chassis, too--not used with the grid-block rigs. 

 
> In my unit the B+ line goes directly to the 0B2 regulator through a 
> jumper made from a piece of zip-cord wire that can't possibly be 
> original. I suspect a dropping resistor has been removed. What was the
> original dropping resistor and B+ source? 

   There's a handy chart in the manual; B+ was stolen from the
transmitter, and the dropping resistor set to accomodate it.  You can
figure it easily, if you know the B+ in the rig you'll be using it with
and have a tube manual handy--it's a plain-vanilla VR scheme.  Think the
stock resistor worked okay with the HW-16. 

 
> There is also an NE-2 neon bulb inside, on the same terminal strip
> that the power connector comes in to. Currently one end of this is 
> floating. I suspect it was part of a differential keying circuit. Can 
> someone tell me what the original circuit was?

   That's part of the grid-block keying system--the blocking voltage 
makes the NE2 fire and shuts down the tube, I seem to recall. (Or it 
unblocks it--I remember thinking it was an interesting arrangement and a 
bit counterintuitive).

   It's a nice little VFO, and worked a lot better than the Johnson I used
originally with my HW-16 and had to modify for grid-block keying.  (The
mod was a bit crude, I was young then--can you say "huge chirp," gang?)

   As soon as the US Postal "Service" gets the HG-10B etc. to its new 
owner, I'll see if he can make a copy of the manual for you.

    73,
   --Bobbi


From boatanchors@theporch.com  Tue Jan 10 01:39:39 1995
Date: Mon, 9 Jan 1995 23:26:49 -0600
Message-Id: <Pine.SUN.3.91.950110000556.2184D-100000@access1.digex.net>
From: Tony Stalls <rstalls@access.digex.net>
Subject: Re: Help with Viking II Electrolytics



On Mon, 9 Jan 1995, Mark Shaum wrote:

> In article  Tony Stalls <rstalls@access.digex.net> writes:
> 
> >How complicated can soldering a couple of electrolytic capacitors in be? 
> >What in heaven's name can be happening here?  What (probably) very obvious
> >thing am I missing? 
>
> Tony, pardon this suggestion, but that is a typical symptom of an
> electrolytic wired in with reversed polarity.  Perhaps there is a missing
> ground somewhere else in the loop?  Have you put a 'scope on the -75 volt
> bias supply?  Maybe one of the rectifiers went poof and is dumping raw AC
> on the capacitors?  That half cycle of opposite polarity from a shorted
> rectifier could certainly smoke a cap. 

Thanks Mark,

I think you're right.  I had replaced the first pair of electrolytics to
cure hum on the AM audio and it fixed it.  Since I hadn't used the Viking
II for anything but AM, not until I fired it up for Straight Key Night did
I notice that the CW note wasn't quite (close, but not quite) T-9, so I
decided to change the other pair. 

OK, now it's DUMB confession time...

I took the 22 screws out and removed the bottom cover, cut the old Sprague
paper dual electrolytic out and put the first two 22 MFD's in as they
would normally be, with the negative to the chassis.  AFTER the fire and
smoke, I looked at the schematic and saw that big "-" before the 75 volts
and it suddenly dawned on me that I had goofed.  I flipped them around and
got more fire and smoke.  (I guess they didn't handle all that fire and
smoke very well.) After returning from the parts store, I put two new ones
in and guess what.  I got MORE fire and smoke, but this time, only from
the input capacitor.  I checked the 6AL5 with my sometimes reliable I-177
tube checker and it's apparently shorted big time.

See what happens when you get in a hurry?  Tune in tomorrow to see what
dumb stuff I do next.

(It's a good thing I'm among friends.  Otherwise I'd be embarrassed.)

Thanks...

Tony
K4KYO


From boatanchors@theporch.com  Tue Jan 10 15:01:45 1995
Date: Tue, 10 Jan 1995 12:36:42 -0600
Message-Id: <199501101834.LAA07226@Freenet.HSC.Colorado.EDU>
From: al511@freenet.hsc.colorado.edu (Robert Neece)
Subject: Re: Help with Viking II Electrolytics


Hello Tony,

You write to boatanchors:

>(It's a good thing I'm among friends.  Otherwise I'd be embarrassed.)

I acquired some valuable information from your "embarrassing" experience.
If you had kept this to yourself, I would not have had the 
benefit of it.  I have found that a foul up usually imparts the 
most vivid and indelible understanding of almost any issue.

Thanks for the useful info!

--
73 de Bob, K0KR

From boatanchors@theporch.com  Tue Jan 10 17:52:16 1995
Date: Tue, 10 Jan 1995 15:12:41 -0600
Message-Id: <Pine.SUN.3.91.950110160424.1652B-100000@access4.digex.net>
From: Tony Stalls <rstalls@access.digex.net>
Subject: Re: Help with Viking II Electrolytics

Hi Bob!

On Tue, 10 Jan 1995, Robert Neece wrote:

> 
> Hello Tony,
> 
> You write to boatanchors:
> 
> >(It's a good thing I'm among friends.  Otherwise I'd be embarrassed.)
> 
> I acquired some valuable information from your "embarrassing" experience.

Do you mean how dumb I can be???  ;-)

> If you had kept this to yourself, I would not have had the 
> benefit of it.  I have found that a foul up usually imparts the 
> most vivid and indelible understanding of almost any issue.

Oh! That... 

> Thanks for the useful info!

No problemo...  Glad to hear my anguish was of some benefit.

I know that all will be relieved to know that the two new 22 MFD
electrolytics are installed, positive side to the chassis, and a new 6AL5
has been put in the Viking in place of the one I (obviously) fritzed.  The
CW note is as T-9 as it can get!

73,

Tony
K4KYO


From owner-boatanchors@gnu.ai.mit.edu  Fri Dec  9 10:28:54 1994
Date: Fri, 9 Dec 1994 09:04:45 -0500
From: Nick England <nick@cs.unc.edu>
Message-Id: <199412091404.JAA11209@altair.cs.unc.edu>
Subject: HQ-105TR schematic needed


I picked up one of these at a hamfest recently and apart from a lot of
dirt and a little internal butchery it seems OK. I'd like to get a copy
of the schematic (or manual) if anyone can help. I can trade Heath or
Knight or some Hammarlund and Heath copies, or pay for copying and
postage.

Thanks,
Nick KD4CPL
nick@cs.unc.edu


From boatanchors@theporch.com  Tue Jan 10 11:54:19 1995
Date: Tue, 10 Jan 1995 09:32:52 -0600
Message-Id: <MAILQUEUE-101.950110093042.512@ics.uwex.edu>
From: "Dave Wahlquist" <WAHLQUIST@ics.uwex.edu>
Subject: KNIGHT INFO


Does anyone have, or know where I can get a manual for a Knight R-55 
reciever? I picked this up at a hamfest and unless I can make some 
improvement in its operation it will be hard to get  $10.00 worth 
of enjoyment out of it.

Thanks,
Dave  WB9SND
wahlquist@ics.uwex.edu

From owner-boatanchors@gnu.ai.mit.edu  Fri Dec  9 03:37:14 1994
Date: Thu, 8 Dec 94 22:23:57 PST
From: cole@loretta.la.ca.us (Randy Cole)
Message-Id: <9412090623.AA28374@loretta.la.ca.us>
Subject: KWM-2 Advice

I've been corresponding with a OT ham who has a KWM-2 for sale.
I've always wanted a Collins rig, but I have to confess my only
piece of tube gear is a Drake 2B.  I'm sure I'd have to have somebody
show me how to operate something like a KWM-2 properly.  The last
tube transmitter I operated used a single 6L6.

Anyway, I wonder if there are any Collins gurus out there who would
lend me some advice on the purchase of a KWM-2.  Is it a rig that
somebody who isn't a tube whiz should stay away from?  This rig
was rescued from the path of an Air Force bulldozer, just before
a batch of its unlucky sibligs was turned into landfill.  All were
new in unopened cartons :-(.  My friend used it for a few hours and 
put it away for 30 years.

It's probably an early KWM-2, certainly not a KWM-2A.

I'd appreciate any words of wisdom, including what a reasonable
price would be.  Responses probably should come to me, since this
is probably not of general interest.

Thanks in advance,
Randy Cole
KN6W

From boatanchors@theporch.com  Tue Jan 10 08:26:27 1995
Date: Tue, 10 Jan 1995 06:14:08 -0600
Message-Id: <9501101211.AA29257@asterix.isoft.intranet.gr>
From: "PMD G.SIFAKIS" <pmdsif@isoft.intranet.gr>
Subject: Re: Musical boatanchors!

Bob writes:
> history has proven otherwise..... (:+}}.....).  The drummer's OM
> used to make an electromechanical organ thing, about as big as a full
> upright piano that had about 100 separate 1/2 inch tape recorder heads and
> drives with 100 endless loops of tape, each one playing a different
> orchestral tone, chime, bell, beat, or percussion.  Talk about a
> nightmare....... if it swallowed a tape --- OUCH!  The company made
> some several hundreds of them, I think, but did not stay in business
> all that long, that I am aware of.  It was a neat novelty boatanchor
> organ, tho.....  with all the electronics for tone generation, tape
> control, etc.  I don't remember it being all solid state, especially
> in the amps.  It may have still been running 5883's or the like in
> the output section.  I don't even remember the name of the company,
> but it was Chamber..... something or other.
> 
I believe the name of the instrument was "Mellotron". You can hear it in
old King Crimson records.

George	SV0KA

From boatanchors@theporch.com  Tue Jan 10 23:13:59 1995
Date: Tue, 10 Jan 1995 20:41:51 -0600
Message-Id: <9501101841.0Q9F100@tpoint.com>
From: joe.roberts@tpoint.com
Subject: NEED EICO 955 MAN


I am in need of a manual or copy for an EICO 955
in-circuit cap tester. If anyone can help me out,
I would be eternally grateful.

tnx,
Joe N4WQC
sp@tpoint.com

From boatanchors@theporch.com  Tue Jan 10 17:09:42 1995
Date: Tue, 10 Jan 1995 14:22:28 -0600
Message-Id: <01HLONF4XNN68X5KOV@ctrvax.Vanderbilt.Edu>
From: hartonmw@ctrvax.Vanderbilt.Edu (Marcus Harton)
Subject: Need Heathkit CW Filter

I am looking for the 400HZ CW Filter for my Heathkit SB303 receiver.  It is
an SBA-301-2.  I'd love to find the filter or someone who's got a dead 303
they'd be willing to part with for cheap.  

A friend offered the filter from his SB301 receiver.  It didn't work.
Apparently, Heath made some changes for the SB303 model.

TNX & 73,
        Marcus, N4VMH


From boatanchors@theporch.com  Tue Jan 10 13:38:53 1995
Date: Tue, 10 Jan 1995 11:06:26 -0600
Message-Id: <Pine.3.07.9501101119.A19508-9100000@acme>
From: Lynn Stolz <lstolz@freenet.columbus.oh.us>
Subject: NEED MANUAL COPY


I am looking for a copy of the manual for the Ballantine 300H AC VTVM.
It is a later model of the classic 300A that uses the smaller 7-pin tubes.

I have the manual for the earlier 300A if anyone needs a copy.

Lynn Stolz  N8AJ --lstolz@freenet.columbus.oh.us



From boatanchors@theporch.com  Tue Jan 10 11:21:06 1995
Date: Tue, 10 Jan 1995 08:49:24 -0600
Message-Id: <Pine.SUN.3.91.950110094602.14839J-100000@access1.digex.net>
From: Tony Stalls <rstalls@access.digex.net>
Subject: Old Regens Never Die... (fwd)

Al,

Here's a heart warming tale from the Boatanchor list that you might enjoy 
reading at your leisure.

Tony

---------- Forwarded message ----------
Date: Mon, 9 Jan 1995 22:27:50 -0600
>From: TOM.A.ADAMS@mail.admin.wisc.edu
To: Multiple recipients of list <boatanchors@theporch.com>
Subject: Old Regens Never Die...

to: boatanchors@ThePorch.com

Greetings.

   Just had an interesting experience that I'm sure the OFs on the system
will relate with.

   Recently I did some gear swapping and came up with a real gem; a West-
inghouse "Aeriola Senior" broadcast receiver, circa about 1920. This thing
is a very cute little one tube regenerative set that is built in a varnished
wooden box with a hinged lid. I was surprised to find that the silly thing
not only WORKS, but outperforms most of the AM broadcast radios that they've
got down at Rat Shack or K-Mart!

   Last night (Sunday) was, I discovered, the PERFECT time to DX with a
75 year old radio. There are still a lot of stations out there that use old
radio programs to fill the schedule on Sunday evening. As I sat there
under a set of Baldwin cans, listening to the Eternal Question and Answer
("Who knows what evil lurks in the hearts of men? The Shadow knows...") I
was struck with a spooky feeling, asking myself "is this just a radio, or is
it part time machine?".

   The performance of this thing is amazing; solid stations from one end of
the dial to the other. In the last couple of nights I've logged 5 countries
(US, Mexico, Cuba, Canada, Netherlands Antilles) using my 160 Windom for the
antenna. What struck me even more was the fidelity of the set; I haven't
heard AM broadcast audio this good in YEARS! The Sunday night jazz program
from CBW (Winnipeg, Manitoba: 990 KHz) was an absolute joy, and neither the
R-390A or the SP-600 could hope to match the audio response of this little
wooden box.

   The thing I found intriguing was this.

   I had the antenna attached to the "Long Wave" binding post (the AM band
is divided into two bands, determined by which antenna post you use), and
was tuning around with the regeneration set somewhat higher than usual, and
I was stunned to hear CW! A beautiful fist, running about 25 WPM, began to
pour out of the Baldies, telling of a gale warning for coordinates that I
recognized as somewhere in the Pacific Ocean.

   It never occurred to me that this old radio was designed to cover 600
metres (500 KHz) or lower, nor did it occur to me that this little box was
capable of dragging in maritime station KFS (San Francisco) at a range of
over 2000 miles!

   If you've got an old regen that is just gathering dust and looking real
pretty, try firing it up sometime. It's performance may well surprise you;
75 years ago the made some pretty good gear!


                                             Tom "Mr. T." Adams, K9TA


From boatanchors@theporch.com  Tue Jan 10 11:05:06 1995
Date: Tue, 10 Jan 1995 08:38:23 -0600
Message-Id: <9501101505.AA103445@csemail.cropsci.ncsu.edu>
From: rdkeys@csemail
Subject: Re: Old Regens Never Die... They get Better with age.

> 
> to: boatanchors@ThePorch.com
> 
> Greetings.
> 
>    Just had an interesting experience that I'm sure the OFs on the system
> will relate with.

Definitely relatable experience deleted for some brevity.

> 
>    The thing I found intriguing was this.
> 
>    I had the antenna attached to the "Long Wave" binding post (the AM band
> is divided into two bands, determined by which antenna post you use), and
> was tuning around with the regeneration set somewhat higher than usual, and
> I was stunned to hear CW! A beautiful fist, running about 25 WPM, began to
> pour out of the Baldies, telling of a gale warning for coordinates that I
> recognized as somewhere in the Pacific Ocean.

Yep, they still run bigtime CW still on the 600-700 meter band.  WLO runs
on 434khz on the hour 24 hours a day.  WCC runs a few times a day on
436khz.  KFS runs a few times a day on a frequency that I can't remember
right off, maybe 468 or 472 or 474khz.  All of these stations are FB copy,
anywhere in the US and at night almost all over the world.

> 
>    It never occurred to me that this old radio was designed to cover 600
> metres (500 KHz) or lower, nor did it occur to me that this little box was
> capable of dragging in maritime station KFS (San Francisco) at a range of
> over 2000 miles!

Most of the old sets have a fair leeway beyond the AM bcst band of today.
Many have MF/LF capability, since there used to be AM bcst stations down
there, and in the old days, monitoring the MF/LF stuff was quite common.
Also, many a ham got his feet wet in listening to  FB CW on the LF/MF
bands.  Remember the biggies like NAA, etc, in the pre-wwII days?

Although the coast stations would suggest that their communications are
reliable out to 500-600 miles, KFS always comes in QSA 2 to QSA 3 here
on the East Coast of NC.  If the night path is good, and the conditions
reasonable, you should easily hear a dozen to two dozen coast stations
all over the world, any given winter night.  Listen to these while you
can, since they might fade away into the ether after 1999.  And, the IMO
wants to get rid of such valuable communications capability?  Oh, well,
that is progress in automatons, say I.  I have more faith in a good,
trained operator on the other end, than a modern automaton.

> 
>    If you've got an old regen that is just gathering dust and looking real
> pretty, try firing it up sometime. It's performance may well surprise you;
> 75 years ago the made some pretty good gear!

Definitely!

I have been in favor of this for many moons.  When in the shack, at night,
I always keep a 600 meter receiver online, with a tape deck at the ready,
to monitor any good px/wx/distress signals.  Yep, there is still at least
one press run each week if you know where to listen, and the wx goes by
all the time.  It makes a most excellent background music, whilst puttering
around the bench or the shack with boatanchors in hand.  After 17 years of
monitoring, you can hear the fist of particular operators if you listen
carefully, and have a feel for that sort of thing.   Between now and
1999 is the last stand for commercial brass pounders.  If you have an
interest in radio history in the making, keep yer regenny warm and eyeball
that filament up to the right dim yellow temperature, cuz you will miss out
if you don't.

>                                              Tom "Mr. T." Adams, K9TA

Very nice trip back into time, there, Tom....  Try listening on 434khz
at 0200UTC over the weekends.

73/Bob/NA4G


From boatanchors@theporch.com  Tue Jan 10 20:10:30 1995
Date: Tue, 10 Jan 1995 17:39:00 -0600
Message-Id: <9501101622.ZM1715@ws11.iac.honeywell.com>
From: "Steve Cornelius" <scornelius@ips.iac.honeywell.com>
Subject: Re: Old Regens Never Die... They get Better with age.


I'm posting this to the list 'cuz I figure several of you might want to know...

On Jan 10, 16:36, Bob Wier wrote:
> Question - is there a list of calls, freqs and locations easily accessible?
> I'm assuming that I could get one at a general avaiation dealer /flight
> service station (right terminology?), but am not really knowledgable about
> such things.

There is an old FAA database that was used with a flightplanning tool, and
is FTPable via the URL:

ftp://eecs.nwu.edu/pub/aviation/nav_02-04-1993.Z

This is the database that the FAA uses to build the Airport/Facility directory
and other documents from.

It contains ID's and frequencies for all NDB's and VOR's worldwide :)

It should be no big deal to parse this out into a compact listing that you can
carry along on a trip. I realize that the data is 2 years old, but NDB's don't
change very often.(Somewhere around here I have some code to read this
thing, have to see if I can dredge it up.)

Outside of this, you'll have to consult a batch of charts, or a commercial
frequency guide.

73, steve, aa7xv



-- 
-----------------------------------------------------------------------------
Steve Cornelius                     | If you *don't* like airplane noise,
Phoenix, AZ, USA                    | then why in the #*!! did you buy a
scornelius@server2.iac.honeywell.com| house next to an airport !?
-----------------------------------------------------------------------------
Not a Honeywell opinion.

From boatanchors@theporch.com  Tue Jan 10 20:12:15 1995
Date: Tue, 10 Jan 1995 16:36:53 -0600
Message-Id: <9501102240.AA05980@bobcat.etsu.edu>
From: wier@bobcat.etsu.edu (Bob Wier)
Subject: Re: Old Regens Never Die... They get Better with age.

At  8:38 AM 1/10/95 -0600, rdkeys@csemail.cropsci.ncsu.edu wrote:

|
|Yep, they still run bigtime CW still on the 600-700 meter band.  WLO runs
|on 434khz on the hour 24 hours a day.  WCC runs a few times a day on
|436khz.  KFS runs a few times a day on a frequency that I can't remember
|right off, maybe 468 or 472 or 474khz.  All of these stations are FB copy,
|anywhere in the US and at night almost all over the world.
|


etc.

The topic of "below bcb" caught my interest and on a recent 1200 mile auto
trip for Christmas, I stuck a rig in the car and listened to aircraft
beacons as I drove cross country (this is kind of a BA type topic since
they ID in CW...).

Between Alburquerque and Dallas, I did pretty well initially - first I
caught RO (Roswell?) and AM (Amarillo) but then the calls got weird - I
gather SP is Witchita Falls, Tx. I also heard RG for a LONG ways (dunno
where that might be)... and FT (Dallas/Fort Worth?). These were all in the
300 - 400 Khz area.

Question - is there a list of calls, freqs and locations easily accessible?
I'm assuming that I could get one at a general avaiation dealer /flight
service station (right terminology?), but am not really knowledgable about
such things.

THANKS & 73s de WB5KXH


 --    Round Up the Usual Disclaimers!     --
Bob Wier, CS Dept., East Texas State University
   wier@bobcat.etsu.edu - keeper of the
    Motorola MC68HC11, Photo-3D, SD3D,
Icom Radio and Overland Trails mailing lists



From boatanchors@theporch.com  Tue Jan 10 13:32:05 1995
Date: Tue, 10 Jan 1995 11:08:47 -0600
Message-Id: <Pine.SUN.3.91.950110120454.18764B-100000@access4.digex.net>
From: Tony Stalls <rstalls@access.digex.net>
Subject: Oops!!

REFERENCE THE FOLLOWING:

On Tue, 10 Jan 1995, Tony Stalls wrote:

> Al,
> 
> Here's a heart warming tale from the Boatanchor list that you might enjoy 
> reading at your leisure.
> 
> Tony
> 
> ---------- Forwarded message ----------
> Date: Mon, 9 Jan 1995 22:27:50 -0600
> From: TOM.A.ADAMS@mail.admin.wisc.edu
> To: Multiple recipients of list <boatanchors@theporch.com>
> Subject: Old Regens Never Die...
> 
> to: boatanchors@ThePorch.com

(THE REMAINDER DELETED FOR BREVITY)

Apoligies for broadcasting this.  I thought so much of Tom's message, I 
intended forwarding it to an OF friend.  I didn't notice that I sent it 
to the whole list.  This hasn't been my week, has it?

Sorry...

73,

Tony
K4KYO


From boatanchors@theporch.com  Tue Jan 10 01:11:03 1995
Date: Mon, 9 Jan 1995 22:47:17 -0600
Message-Id: <2F11DCD2@sharkgate.sandiegoca.ncr.com>
From: "Kenan, Larry" <llk@sandshark.sandiegoca.NCR.COM>
Subject: Re: Plug-in coils


> rdkeys@csemail.cropsci.ncsu.edu writes:> >
> > As the discussion of them  proceeds, I think they are standard 
interpanel
> > honeycomb coils for things like the old DeForest sets and others of
> > the early 20's.  I have a friend with an interpanel set that only has 
one
> > coil for it.
> >
> Bob, for the unwashed among us, could you explain a litle bit on what
> an "interpanel" set is?
>
> Al Marshall


The DeForest "Interpanel" set was sort like the radio lab kits that you can 
get
from Radio Shack today. There were 15 radio components, each mounted on a 
small square
panel and the lot mounted in a wooden frame in a 5 x 3 pattern. You could 
wire
them up for any circuit that you liked. This was about 1922. I think the 
reason
for its existance was to subvert the Armstrong regeneration patent - which 
would
not apply to a "kit" of parts. DeForest was ever the shyster. He wasn't 
alone
in this sort of endeavor though. For instance, Atwater Kent sold a 
breadboard set
with a big space between the vario-coupler and the detector - this space was 
used
by the customer to add an optional variometer and wire it as a regenerative 
receiver.

The DeForest Interpanel had a 3 coil mount that allowed adjusting the 
coupling between the
coils so that the coil set could be used for antenna coupling and 
regeneration.


>Bob, N0HDH writes:
>The Inventory follows:
>
>Coils by Deforest,
>Label description: duo-lateral windings, ultra honeycomb
>Type DL -- 1250   2ea
>            750   2ea
>            500   1ea
>            400   1ea
>
>
>Coils by Pacent.
>Label description: mounted, duo-lateral windings
>size:   300   1ea
>        200   1ea
>        100   1ea
>         75   1ea
>
>What are they worth?  What equipment were they used in? Who needs them?


The Honeycomb or Duo-Lateral coils that were primarily used for Low 
Frequency work
The type number is the number of turns on the coil. There is a lot of 
inductance
here for use in RF circuits. The coils are wound with a criss-cross pattern, 
building up
many turns layers so that they look like a square cross section toroid.

I have a DeForest D600 crystal set that uses these for loading
to bring the frequency down below the broadcast band. At that time there 
were
commercial stations and time signals on LF.

I have purchased a few of these coils at antique radio swap meets for about 
$1 each - there
just isn't much call for LF stuff. Anyone want to build a "Lowfer" 
boatanchor?



Larry Kenan - KD6CKR

From boatanchors@theporch.com  Tue Jan 10 07:50:32 1995
Date: Tue, 10 Jan 1995 05:28:43 -0600
Message-Id: <Pine.3.89.9501100630.B7802-0100000@IndyNet>
From: "Roberta J. Barmore" <rbarmore@IndyNet.indy.net>
Subject: Re: Plug-In Coils Inventory




> BOBME@laguna.epcc.edu writes:
> > 
> > What are they worth?  What equipment were they used in? Who needs them?
> > 

   They would have been used in small receivers--and in the 
variable-coupling gadget you described, they could have been used for a 
small regenerative set, or something with variable coupling.  I have 
found a dealer's listing of this type of coil (even shows the "polarized" 
connector!).  Play Things Of Past lists 'em at prices between $7.50 and 
$15.00, depending on condition, maker and size.  He shows a two-coil 
mounting assembly at $12.00.  

   Tuning range on these, with a "typical" (somewhere between 140 and 
500pF) runs from 120-250 meters for a 25-turn coil to 'way down at 
14500-26500 for a 1500-turn unit--PTOP reprints a chart but doesn't give 
tuning condenser sizes.  

   Elmer Osterhoudt of Modern Radio Labs, in his "How To Make Coils" 
handbook, gives constructional data for honeycomb/duo-lateral coils, same 
ranges with a 500pF variable. (Just thought to have look--if it's 
obscure, EO probably wrote it up!)

   So there you have it--these are LW/MW coils, the smallest size being 
fine for a 160m receiver.  EO notes they are also used as "lab standard" 
inductances.

   73,
   --Bobbi

From boatanchors@theporch.com  Tue Jan 10 23:49:48 1995
Date: Tue, 10 Jan 1995 21:23:04 -0600
Message-Id: <9501110322.AA01682@kahuna.math.hawaii.edu>
From: jeffrey@math.hawaii.edu (Jeffrey Herman)
Subject: PS


I have three 5V 10 amp power supplies if anyone is in need of such a thing.
Made by AMECOM (Litton). Doesn't contain any tubes though (how do they
do that?).

Jeff NH6IL

From boatanchors@theporch.com  Tue Jan 10 02:42:06 1995
Date: Tue, 10 Jan 1995 00:29:59 -0600
Message-Id: <m0rRa5H-0005MHC@wx8l.tacom.army.mil>
From: q@wx8l.tacom.army.mil (Sean )
Subject: pwr xformer for HT-30 wanted

Hello BAers,

Does anyone have a power transformer for a Hallicrafter HT-30?
Im told an HT-32 and HT-37 will work also. A friend has a 
perfectly fine HT-37 he will give me if I can find him this
transformer, as that is why he bought it. Im told it isnt worth
the cost of a new one from Dahl. So if you have a junker with
a good transformer, let me know.

And while Im posting, Im looking for a nice transmitter to compliment
my 75A-4. I still have that 5kw Sylvainia military ssb amp (in need of
power supply work) to trade. Its the amp from a AN/GLQ-6 counter-measures
system.

Sean q@wx8l.tacom.army.mil

From boatanchors@theporch.com  Tue Jan 10 08:54:03 1995
Date: Tue, 10 Jan 1995 06:40:01 -0600
Message-Id: <199501101237.EAA15489@ix3.ix.netcom.com>
From: jlockwd@ix.netcom.com (Jim Lockwood)
Subject: Re: pwr xformer for HT-30 wanted

You wrote: 

>
>Hello BAers,
>
>Does anyone have a power transformer for a Hallicrafter HT-30?
>Im told an HT-32 and HT-37 will work also. 

If all else fails, and you don't want to spring for a newly wound 
transformer, consider putting the HT-30 on life support using a Heath 
HP-23 AC supply (or similar universal supply).  

One of my GSB-100s arrived sans transformer and this is how I got it on 
the air.  It took about an hour to hook up a cable inside the old 
Gonset transmitter that would plug directly into the jack on the HP-23.

One caveat if you decide to try this:  If you need 6V for filaments, 
look for a vanilla HP-23.  The later HP-23B provides only 12V.  The 
HP-23A may provide 6V, but I don't recall.

73,

Jim - km6nk




From boatanchors@theporch.com  Tue Jan 10 01:14:48 1995
Date: Mon, 9 Jan 1995 22:56:00 -0600
Message-Id:  <9501092247.aa18183@jackatak.theporch.com>
From: firebotl@jackatak.theporch.com (Fire Bottle archive handler)
Subject: Re: R390A help sought

Christopher-

> Every time I have blown a ... has been just after turning the radio on.
..
> On the advice of ... I now leave the radio on all the time...

> Apparently power-up is the most stressful part of the cycle, so I 
> avoid it entirely, with good results.
Consider your basic electronics... what you studied for your ticket 
(not the answer, the theory) and recall that in an inductor 
(transformer) Voltage Leads Current, and the inrush acts like a dead 
short! Most firebottle gear can handle this, but not as often as a 
non-inductor/transformer power supply device.

Based upon my own experience, I *hate* to power-off/reset my computer 
(it stays on 24 hrs a day, gathering the errors spewing forth from the 
list server ;^) and if I had my druthers, I'd leave my radios on all 
the time, too. Since my station is 100% mobile, my car would have a 
dead battery most mornings, so I bypass that nicety.

Your assumption is correct. At start-up, the transformer acts like a 
dead short with a monsterous voltage in-rush that is soon countered by 
an current inrush... it takes more than a few cycles to settle down to 
a solid state. Way back, the receiver was the key piece of gear... I 
still think it is, but Mega-antennas, MegaWatt amplifiers, 
power-mikes, and lists make hearing a station almost irrelevant, so 
most folks light up the linear first, just in case. All that gear will 
behave best if protected by good surge suppression and a line voltqage 
regulator, and just left running.
73
Jack, W4PPT/M (75M SSB 2-letter WAS #1657/#1789 -- both from the mobile! ;^)
                                                                                
     Fire Bottle Server (Boat Anchors Get Out and Keep You Warm!)
                firebotl@jackatak.theporch.com
            Where Old Radios and Fun ... GO TOGETHER!
+----------human interface: root@jackatak.theporch.com------------------+


From boatanchors@theporch.com  Tue Jan 10 08:53:43 1995
Date: Tue, 10 Jan 1995 06:44:02 -0600
Message-Id: <199501101243.EAA15566@ix3.ix.netcom.com>
From: jlockwd@ix.netcom.com (Jim Lockwood)
Subject: Re: R390A help sought

You wrote: 

>
>In article  ki5sl@sat.n5lyt.ampr.org (Rick_Blank) writes:
>Re: 390A solid state rectifier replacement:
>..all things I have read about the 
>>390 and 390A admonish against replacing the rectifiers with solid 
>>state replacements...damage will happen...."
>
>Rick, do you recall what the reasoning was here?  Offhand, I can't see 
why 
>solid state replacements won't work as long as proper series resistors 
are 

It's not that solid state rectifiers don't work, it's the significant 
effect they have on the long term reliability of the set that is the 
concern.  The instant-on of the high voltage before the filaments have 
time to warm up the cathodes of the tubes can measurably shorten the 
life of the tubes.  If you want to run solid state rectifies, consider 
adding a time delay relay to the power supply so B+ isn't applied until 
the tubes are warmed up.  

73,

Jim - km6nk




From boatanchors@theporch.com  Tue Jan 10 16:25:36 1995
Date: Tue, 10 Jan 1995 13:40:34 -0600
Message-Id: <950110143708_4546247@aol.com>
From: WaltN@aol.com
Subject: Re: R390A help sought

Chris,

Thanks forthe suggestion...I agree that constant power on is probably best. I
use between five and ten BAs all the time, and would probably cause a
brownout in my small town if I left them all on all the time<g>. Not to
mention, of course, a *relly* big utility bill!

Walt

From boatanchors@theporch.com  Tue Jan 10 03:30:05 1995
Date: Tue, 10 Jan 1995 01:24:45 -0600
Message-Id: <9501101023.22614.AA@smrouter.AAC.COM>
From: Johnson_Dan@aac.com
Subject: Re[2]: BA folks at Frost Fest

Wearing a big BA at hamfests is a great idea.  Now, let's carry this a bit 
further.  Just as QRP folks sign "call/QRP", why don't BA ops sign 
"call/BA"?

At first, you'd just know that it's someone who receives BOATANCHORS 
reflector posts.  If it catches on, you'd then know there's a fine rig 
between yours and the other op.  On the other side, ops without a clue 
hearing your "/BA" might think it stands for something else, giving you the 
opportunity to evangelize.  Finally, its pronunciation is an expression 
regarding appliances masquerading as rigs.

Now for a definition:  just as /QRP means 5W or less (is it <= or <?), /BA 
means you've got a filament lit in your exciter or somewhere in your 
receiver beyond power supplies, and pulling the tube would take you off the 
air.  (Should solid state rigs with tube finals, such as a TS-520, count as 
BAs?)  (I assume HB tube gear should count.)  (This works for SWLs, too, if 
they QSL.)

Is a QRP BA a /QBA?

Just my 450 volts' worth... or is this already someone's idea from the past?

73 DE KC4EWT/BA
Johnson_Dan@aac.com


From boatanchors@theporch.com  Tue Jan 10 09:44:01 1995
Date: Tue, 10 Jan 1995 07:25:38 -0600
Message-Id: <Pine.SUN.3.91.950110081647.14839D-100000@access1.digex.net>
From: Tony Stalls <rstalls@access.digex.net>
Subject: Re: Re[2]: BA folks at Frost Fest



On Tue, 10 Jan 1995 Johnson_Dan@aac.com wrote:

> Wearing a big BA at hamfests is a great idea.  Now, let's carry this a bit 
> further.  Just as QRP folks sign "call/QRP", why don't BA ops sign 
> "call/BA"?

Great idea!  I only was half-joking about having distinctive embroderied 
hats to identify the "The Royal Order of the Boatanchor" secret society.  
How about nice visible yellow hats with (for example):

                                                       BA
                                                      K4KYO

I have two t-shirts from CQ with the Johnson and Vibroplex logos
respectively that I bought for hamfests to identify myself as a BA person,
but January is a bit too cold for t-shirts.  It's too late to order now, 
but they have sweatshirts now too.  

Do we have any graphic artists in our midsts who could come up with a BA
logo?  (Am I getting carried away with this?)

73,

Tony
K4KYO


From boatanchors@theporch.com  Tue Jan 10 11:17:50 1995
Date: Tue, 10 Jan 1995 08:53:36 -0600
Message-Id: <Pine.3.89.9501100908.D13357-0100000@IndyNet>
From: "Roberta J. Barmore" <rbarmore@IndyNet.indy.net>
Subject: Re: Re[2]: BA folks at Frost Fest


Hi!

On Tue, 10 Jan 1995, Tony Stalls wrote:
> Do we have any graphic artists in our midsts who could come up with a BA
> logo?  (Am I getting carried away with this?)

   Well, I do hand-lettering and like to mess about with drawing/grapic 
design.  I don't have ready access to digitize the result, though.

   Given the prevalence of retired military gear, and BA-ness in general, 
would something like a stencilled-looking "BA" superimposed in a sort of 
generic analog dial window (a la Collins, Heath, Hallicrafters, etc) do? 
(More-or-less keystone shaped opening in a squarish outline, a few scale 
arcs visible, maybe a fine vertical line down the center twixt B and A).
  
   Mode-specific folks could add a silhouetted key, D-104 mic, or some
dread mechanical RTTY below or (for the mic) sort of "behind" it--the mic
base under and the round element above, bit of the upright visible.  One
or two colours, visually simple and readable from a distance--might look
nice on that yellow hat in black and dark-grey, for instance.  Or black 
and olive-drab....  <smile>
 
   73,
   --Bobbi

   (A serendipitous typo above: "analog dial widow."  H'mmm, sometimes hubby 
acts as if he might be an analog dial widower--but it evens out, considering 
I'm a soccer/hockey widow from time to time!)

From boatanchors@theporch.com  Tue Jan 10 12:02:03 1995
Date: Tue, 10 Jan 1995 09:44:19 -0600
Message-Id: <Pine.3.89.9501100703.A2233-0100000@netcom2>
From: paul Veltman <veltman@netcom.com>
Subject: Re: Re[2]: BA folks at Frost Fest

The sweatshirt idea is great.  Tony, you're nominated to follow up on 
this.;-)

Paul WA6OKQ

From boatanchors@theporch.com  Tue Jan 10 13:58:18 1995
Date: Tue, 10 Jan 1995 11:37:37 -0600
Message-Id: <9501101737.AA01765@autopsy.corp.sgi.com>
From: anders@autopsy.corp.sgi.com (Greg Anders)
Subject: Re: Re[2]: BA folks at Frost Fest


	Tee shirts are an outstanding way to build an espirit de corps.
We have a saying here that working at SGI isn`t just a job, its a 
wardrobe.  In fact I have significant connections; my marcom manager
does at least one or two different shirts every six months or so.  If 
someone wants to "chair" the development of a design I may be up to
getting us a "deal" from one of our volume vendors.....  We could even
do the final graphic design on an SGI machine (its just like building
dinosaurs)....  

Any interst?





        
	Greg Anders


	"One doesn`t discover new lands without consenting to lose
	 sight of the shore for a very long time."
	
						Andre Gide
						French Novelist    

               
	Manager, Strategic Services, SGI.
	anders@autopsy.corp.sgi.com
	KG6YV                             




From boatanchors@theporch.com  Tue Jan 10 08:17:23 1995
Date: Tue, 10 Jan 1995 06:02:33 -0600
Message-Id: <Pine.3.89.9501101220.A10485-0100000@inet.uni-c.dk>
From: MEC <danmec@inet.uni-c.dk>
Subject: Sovjet Military receiver

I have for sale or swop a model 1910 HF receiver.  This is the top of the 
line Red Army field receiver. For conneseurs it resembles the German
W.W.2 Koeln E52 receiver, with optical projection dial in addition to the 
usual mechanical one.  This probably one of the most sophisticated 
Eastern Bloc receivers ever made.   I have no documentation and cannot 
read the legends, but it looks very impressive and is heavy. The model I 
have is a field version, which comes in a ruggedized cabinet with snap-on
lid over the front. It works.

Highest bid over USD 1200 plus shipping.

73 Rag  OZ8RO


From boatanchors@theporch.com  Tue Jan 10 18:04:29 1995
Date: Tue, 10 Jan 1995 15:38:53 -0600
Message-Id: <Pine.SUN.3.91.950110161213.9407A-100000@little-miami.iac.net>
From: Bill Strangfeld <bstrang@iac.net>
Subject: TBY-7

On January 7, Dan Johnson asked for help identifying a TBY-7.  It's a 
Navy set that covered 28 to 80 Mcs.  Walt Hutchens did a nice writeup in 
the 2/90 Electric Radio.  He also noted that the panel paint is 
radioactive enough to take precautions.  If you don't have access to this 
article, send me your address and I'll copy it for you.

Bill, WB8YUW <bstrang@iac.net>

From boatanchors@theporch.com  Tue Jan 10 17:52:53 1995
Date: Tue, 10 Jan 1995 15:24:26 -0600
Message-Id: <Pine.SUN.3.91.950110162101.1652G-100000@access4.digex.net>
From: Tony Stalls <rstalls@access.digex.net>
Subject: THANKS for Help with Viking II Electrolytics

I've thanked some of you individually, but in case I missed anyone, I want
you to know that very much appreciate your help with my little Viking II
problem.  The 6AL5 and electrolytics are in place and I now have a nice
clean CW note. 

Now, what other dumb stuff can I do???

73,

Tony
K4KYO


From boatanchors@theporch.com  Tue Jan 10 10:10:05 1995
Date: Tue, 10 Jan 1995 07:51:57 -0600
Message-Id: <Pine.SUN.3.91.950110084554.14839F-100000@access1.digex.net>
From: Tony Stalls <rstalls@access.digex.net>
Subject: THE KW-1

For those of you who don't subscribe to the Yellow Sheet, the following
appeard in the most recent issue that arrived yesterday: 

   COLLINS KW-1 this is the VERY FIRST one hand built by Arthur
   Collins & team of his selected engineers.  It was in storage for over
   35 years, in excellent conditions, very little use & produced before
   the two prototypes.  This one is obviously the rearest of rare and is
   now available to the Collins collector "offers".  Rick 617/233-1414

I wonder if it comes with a manual...  ;-)

From owner-boatanchors@gnu.ai.mit.edu  Fri Dec  9 10:42:25 1994
Date: Fri, 09 Dec 1994 09:28:55 -0500
From: CCS_MAH@admin.fandm.edu (Mark Hemlick Ph. D.)
Subject: RE: Tube trivia
Message-Id: <01HKFNT3K3G2ASILVG@ACAD.FANDM.EDU>

Joe wrote:

>Who knows what the difference is between the 6T5 tuning eye
>and the 6E5 (or 6G5 or 6U5)?


The 6E5 was developed by RCA while the 6U5 was developed by Raytheon.  The
6U5 can also handle a slightly higher plate voltage.

73 Mark KA3LFG


From owner-boatanchors@gnu.ai.mit.edu  Fri Dec  9 01:36:15 1994
Date: Thu, 8 Dec 1994 22:07:57 -0700
Message-Id: <9412090507.AA35420@acs6.acs.ucalgary.ca>
From: "Deane D. McIntyre"  <dmcintyr@acs.ucalgary.ca>
Subject: Re: Tube Trivia - I

In message <9412081636.AA4388@hqsmtp.ops.3com.com> Joe Reda/HQ/3Com writes:
>  More tube trivia . . .
> 
> Who knows what the difference is between the 6T5 tuning eye
> and the 6E5 (or 6G5 or 6U5)?
> 
> \\JR KC6TXU
> 
>From the tube tables in the 1937 and 1953 ARRL Handbooks: All four tubes have 
base 6R

6E5:Cut off Grid Bias -8.0 V (plate voltage 250, plate current 0.25 ma at zero 
grid bias)
6T5:Cut off Grid Bias -12.0 V (plate voltage 250, plate current 0.24 ma at zero 
grid bias)
6G5:Cut off Grid Bias -22.0V (plate voltage 250, plate current 0.24 ma at zero 
grid bias)
6U5:Same as 6G5, but with tubular bulb

At the cut off grid bias, the "eye" is closed. When driven from the AGC line,
the 6E5 will close on weaker signals than the other two. 

Incidently, the tube tables in the 1953 Handbook list everything from the
00A and 01A to the latest (for 1953) 27 inch television picture tubes.
Quite a useful source for tube data, lists many receiving tubes not mentioned
in the RCA Receiving Tube Manual.

73, Deane D McIntyre VE6BPO (whose first TV set had a tuning eye tube!)
dmcintyr@acs.ucalgary.ca


From owner-boatanchors@gnu.ai.mit.edu  Fri Dec  9 09:32:37 1994
Date: Fri, 9 Dec 1994 08:34:49 -0500
From: "Rhett T. George" <rtg@ee.duke.edu>
Message-Id: <199412091334.IAA133386@ee.duke.edu>
Subject: Re:  Tube Trivia - I

Me.  This is the answer to Joe Reda's question "Who."
					Rhett George - KE4HIH

From owner-boatanchors@gnu.ai.mit.edu  Fri Dec  9 03:00:46 1994
From: juste001@maroon.tc.umn.edu (jim -KB0NQB)
Subject: Undeliverable mail
Message-Id: <2ee7fa7b44b5002@maroon.tc.umn.edu>
Date: Fri, 9 Dec 94 00:34:38 -0500


>Hello folks!
>I need to unsub from this list as I am losing my email account. Theres been
>so much discussion of what exactly is going on list-wise, that I dont KNOW
>what is going on in this regard. I inquired to the list a few days ago, but
>had no responses.
>Is somebody doing manual unsubs? Im just trying to save the list a lot of
>noise when all thses messages bounce back in after my accounts kablooooey.
>Thanks kindly for any info!
>73's.....Ill miss this list plenty!




From boatanchors@theporch.com  Tue Jan 10 10:37:45 1995
Date: Tue, 10 Jan 1995 08:12:32 -0600
Message-Id: <Pine.SUN.3.91.950110085658.14839G-100000@access1.digex.net>
From: Tony Stalls <rstalls@access.digex.net>
Subject: Vacuum Forming Tool and Casting

The Micro-Mark catalogue just arrived and has a device called the 
Acc-U-Vac, a vacuum forming device that it says will form  parts up to 
8-1/4" x 11-1/4" x 4" high in material from .020 to .060 thick.  That's 
the good news.  The bad news is that it's $169.95.

Another new item is a low temperature casting setup.  Low temp means
everything from metals with melting points as low as 160F to as high as
575F, with the latter being melted with a propane torch.  Anyway, this
seems like something that could be utilized to make hard to find
low-stress parts like knobs.  (It doesn't say anything about properties
except melting points.) Essentially what you do is get the silicon mold
kit for $30 and the little ingots for about $15 per pound and go for it. 

Micro-Mark is a good source for all kinds of small tools.  It's also a
good source for paints that might do well for touching up and air brushes. 
Their market is mostly model railroading and other model building, so you
can probably imagine all the tool goodies they have.  Call for a catalogue
at 800-225-1066.

73,

Tony
K4KYO




From owner-boatanchors@gnu.ai.mit.edu  Fri Dec  9 01:45:48 1994
From: Thomas.Warfel@N2.SP.CS.CMU.EDU
Message-Id: <9412090418.AA26780@kropotkin.gnu.ai.mit.edu>
Date: Thu, 8 Dec 94 22:54:27 EST
Subject: W3VC Treasure sale II

Carnegie Tech Radio Club Treasure Sale II 
"One man's junk is another man's treasure" 

With this in mind, we are selling off even more
of our accumulated treasure to make room for people
and new projects.  These are items people have
either donated to the club, or have been built /
acquired in years past.  Since they aren't being
used by the club, we'd like to get them into the
hands of people that could make use of them.

Items marked as "Heavy" would be expensive to ship;
we would prefer to have these picked up here rather 
than packing and shipping them.  If you really want
something, though, we can probably work out a delivery
mechanism.

Bidding increments must be at least 10% for items under $50,
i.e. if you wish to bid higher than the present bid, your bid
must be at least 10% higher than the previous bid.  For items
over $50, the minimum bidding increment is $10.  Last round
we had some furious "nickel-wars" going on at the last minute;
hopefully this policy will reduce that.

We are accepting bids on the following items; highest bid
as of 11:59pm 12/19/94 (Monday night) takes it home.

To submit a bid, send email to tew+sale@cs.cmu.edu, with
the word "treasure" somewhere in the subject line.

Current bidding status can be viewed using your favorite
World Wide Web browser, such as Lynx, Mosaic, Netscape,
or IBM WebExplorer.  Current bidding results are at
 http://www.cs.cmu.edu:8001/afs/andrew/usr/ar99/Mosaic/tsale2.html


Vintage Radio/Electric gear:
Qty	Item desc		present bid 	email
------------------------------------------------------
1	Johnson Viking Navigator  <none>         -
	Model 240-126, serial 85524
	fair condition, lacks case,
        front panel in good condition,
	all knobs/switches present,
	power cord needs replaced, and
	tuning caps need cleaning (dust)

1	Heathkit DX-20   	  <none>	 -
	80m-10m crystal CW xmitter
	good condition
	
1	antique Weston Potential  <none> 	 -
	Transformer, good condition,
	date-stamped Aug 1, 1929
	Comes in nicely-stained 
	wooden carry-box, leather
	straps a bit rotted, though.
	Model 311, No. 906


General electronics:
Qty	Item desc		present bid 	email
------------------------------------------------------
1	Zenith Data Systems ASCII  <none>	 -
	serial terminal.  early '80s
	era serial terminal.  
        not VT100 compatible.
	(heavy)

1	AM/FM radio / digital LED  <none>	 - 
	alarm clock. Volume adjust
        needs cleaning  

1	0-500 VDC adjustable       <none>        -
	power supply, 200mA max
	HP model 712A	
        case is dented, but works 
	(heavy)

1	+/-12v @ 3.4amp DC linear    $5       tew+@cs.cmu.edu
	power supply made by 
        "Power One"

1	5v @ 25amp DC linear power <none>	 -
	supply made by "Power One"
        (somewhat heavy to mail)

1       5v @ 17amp DC power supply <none>        -	
        made by "Transistor Devices, Inc"
	(somewhat heavy to mail)

2	105/115v -> 5/5.25v AC     <none>        -
	transformer, made by 
	United Transformer Corp.
	type S-60.

1	Leeds & Northrup pulse     <none>	 -
	generator thingy.  has neat
        looking knobs, meter that
	reads from 0 to 100%, a few
        push-buttons, lots of discretes

2	19" rack panels w/power outlets,	 -
	fuse, filter, from rackmount
	Sun-2s. 
	(big, but not too heavy)

1	Big box of assorted 	   <none>        -
	capacitors.  includes
	electrolytics, mylars, 
	and ceramic discs.

1	Big box (2'x1'x8") of      <none>        - 
        power resistors, mostly made
	by IRC, typical values
	20 ohms@2 watts, 50K@1 watt
  	nothing bigger than 5 watts 

1	Ferrite assortment.  This  <none>	 -
        is a "Fair-Rite Corp Bead,
	Balun, and Broad Band Kit",
	labeled "Joule Box",  part 
	number 0199000001.  a few 
        items have been used,
	but most are still here. 
	Includes some app. notes.
	Good for VHF/UHF/microwave 
	work.

1	Big box of N-male/N-female <none>        -
        attenuators, couplers, tees,
	and bolometer thingies.
	Best if you can visually
 	inspect this assortment to
	see if you recognize things.
	(heavy)

1	Big box of heatsinks and   <none>        -
        heatsink materials. Build
	that combination of
        linear amp / arc-welder
        you've always dreamed about.


From boatanchors@theporch.com  Tue Jan 10 08:11:41 1995
Date: Tue, 10 Jan 1995 05:53:07 -0600
Message-Id: <n1422412686.37739@cpqm.saic.com>
From: "Bob Scott" <Bob_Scott@cpqm.saic.com>
Subject: Washington, DC Local BA hou

I sometimes read with envy those of you that have local BA houses, although
my pocketbook might consider that a mixed blessing.   Since there seem to be
a few of us in the DC  area, I would be interested if anyone knows if there
are any nearby;  lets say within 2-3 hours drive.  Anyone know of any?

Look forward to meeting some of you at Richmond.  

       73,  Bob   AC4QO      Bob_Scott@cpqm.saic.com

From boatanchors@theporch.com  Tue Jan 10 15:09:58 1995
Date: Tue, 10 Jan 1995 12:50:16 -0600
Message-Id: <Pine.3.05.9501101346.A10300-9100000@booz.bah.com>
From: k1zat@bah.com
Subject: Re: Washington, DC Local BA hou


On Tue, 10 Jan 1995, Bob Scott wrote:

> a few of us in the DC  area, I would be interested if anyone knows if there
> are any nearby;  lets say within 2-3 hours drive.  Anyone know of any?

Well Jerry at Maryland Radio in Laurel MD usually has some sitting there
on consignment.  Not a big selection but better than none.

   jd



From boatanchors@theporch.com  Tue Jan 10 13:00:35 1995
Date: Tue, 10 Jan 1995 10:30:01 -0600
Message-Id: <Pine.3.89.9501101158.D21113-0100000@IndyNet>
From: "Roberta J. Barmore" <rbarmore@IndyNet.indy.net>
Subject: Re: We were talking about forming clear plastic bezels



On Tue, 3 Jan 1995, paul Veltman wrote:

> I guess that the softening temperature of the plastic would depend upon 
> the specific formulation.  The complexity of the mold depends on the 
> bezel type.  The thing that came to mind for me was a bezel that is 
> around a meter in a lot of old HF rigs.  It is probably best to make the 
> mold out of aluminum.  Then, you would have to make it absolutely smooth 
> because a rough surface will translate over to the part you are making.  
> Holes drilled in the top of the mold would be hooked up to the vacuum 
> pump (shop vac) and would suck the soft plactic up into the  mold.  You 
> also need some sort of parting compound (Pam) or the plastic will stick 
> to the aluminum mold.  When you make the mold, if it is a positive, it 
> will have to me slightly smaller than the part you want, and if it is a 
> negative, then it will have to be slightly larger.  Unless you are 
> talking about the absolutely simplest parts, like the bubble top you 
> described, this is a difficult process.
> 
> I am not trying to discourage you, but this all can be quite a process.

   (Quoting it all 'cos it's a good description of vacuum-forming 
procedures)

   Indeed it would be!  The process I have (some) info is much
cruder--soften the plastic, clamped between two sheets of Masonite with
cutouts in them differing in size by the thickness of the plastic, then
force it over a smooth wooden "form" of the shape desired.  It's not
suited to extremely complicated shapes and requires careful measurement
and preparation for good results. 

   In the article, it's used to make an airplane-like canopy for a Lincoln
"Futura:" two half-teardrop shapes with a slightly lower "bridge"  between
them and no reverse curvature.  Many dial-bezel *covers* (the clear
celluloid part and not the frame, which was probably injection-molded
plastic or cast metal anyway) are simpler than that, a circle or oval with
a slight bulge, and I think the process would work for them.  However, I
haven't tried it so I can't offer conclusive data in support of the
notion. 
   It probably would not do for something with a complex shape or really
sharp corners. 

   73,
   --Bobbi

From boatanchors@theporch.com  Tue Jan 10 17:34:04 1995
Date: Tue, 10 Jan 1995 14:32:46 -0600
Message-Id: <9501102031.AA211398@rs2>
From: dsnowden@rs2.ccd.harris.com (Doug Snowden)
Subject: Wrinkle Coat Paint (again)


Just a short note - I bought some of the Pep Boys wrinkle paint the
other day. I sort of followed to directions on the can. The only
variation was: since it was a cool ( 60 degree ) day and I was working 
in the garage, when I finished the last coat I brought the panel into
the house an stuffed into the oven. I put the oven on warm and left 
it there. Within 30 minutes the whole panel had formed a nice wrinkle
finish. The can says to wait up to 2 hours for the wrinkle to form.
The panel is sitting in the garage, and I'll leave it there for a few
days before touching it.

I am not sure if I'm still on the boatanchor list since I haven't seen  
any mail for a couple of days. Maybe our hub was down, causing mail
to bounce, and killed me from the list.

Whatever happened to the Friday night FIST ? An earlier time would make
me inclined to show up. A lower frequency would be nice laso, like 3600
or so.

73's Doug, N4IJ dsnowden@ccd.harris.com

From boatanchors@theporch.com  Tue Jan 10 12:36:28 1995
Date: Tue, 10 Jan 1995 10:04:56 -0600
Message-Id: <Pine.SUN.3.91.950110095758.20661A-100000@eiger.ceet.niu.edu>
From: Steve Berg <berg@eiger.ceet.niu.edu>
Subject: WTB

I am looking for a few parts for some of my old clunkers.  Where can I 
buy a 160 meter coil set for my Central Electronics 100V?  I am also 
looking for coil sets for my Central Electronics 10A.  Can anyone out 
there help me on these items?

73
Steve WA9JML


